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NUMERICAL CONTROL DEVICE

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a National Stage of International Appli-
cation No. PCT/JP2012/081415 filed Dec. 4, 2012, claiming
priority based on International Application No. PCT/JP2012/
072501, filed Sep. 4, 2012, the contents of all of which are
incorporated herein by reference in their entirety.

FIELD

The present invention relates to a numerical control device.

BACKGROUND

Patent Literature 1 describes an NC turret lathe not having
a’Y axis. The NC turret lathe has an Z axis for performing a
feeding operation for work; a C axis for performing rotation
of'the work; an X axis, which is an axis perpendicular to the
Z axis, for performing a feeding operation for a tool turret;
and a turret rotation axis for performing rotation of the tool
turret, but it does not have aY axis perpendicular to the Z axis
and the X axis. In such an NC turret lathe, the rotation of the
C axis and the rotation of the turret rotation axis are per-
formed in combination to cause a feeding operation in the
Y-axis direction of the tool with respect to the work. Conse-
quently, according to Patent Literature 1, it is possible to
execute, using the NC turret lathe not having the Y axis,
machining action as if the NC turret lathe had the Y axis.

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Examined Patent Publication
No. H3-33441

SUMMARY
Technical Problem

In the technology described in Patent Literature 1, virtual
Y-axis control is applied to the NC turret lathe not having the
Y axis by means ofthe C axis of the work, the X axis (the work
approach axis) of the turret, and the H axis (the work turning
axis). Therefore, the technology is based on the premise that
machining along the Y axis is applied to the surface perpen-
dicular to the X axis. That is, in Patent Literature 1, there is no
description concerning the machining along the Y axis
applied to an inclined surface that is inclined from the X axis
and the Z axis.

The present invention has been devised in view of the
above and it is an objective of the present invention to obtain
anumerical control device that can apply, with a machine tool
nothaving aY axis, machining along the Y axis to an inclined
surface inclined from an X axis and a Z axis.

Solution to Problem

In order to solve the problem and achieve the objective, a
numerical control device is provided that controls a machine
tool having an X axis for moving a turret to which a tool is
attached, a Z axis for moving work, and a B axis for rotating
the turret around a center line perpendicular to the X axis and
the Z axis; having at least one of an H axis for rotating the
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turret around a center line perpendicular to a center line of
rotation of the B axis and a C axis for rotating the work around
a center line parallel to the Z axis; and not having a Y axis
orthogonal to the X axis and the Z axis. The numerical control
device includes: a unit that performs, during a virtual Y-axis
inclined surface machining mode for controlling the tool to
move along X-Y-Z axes relatively to the work according to an
X-Y-7Z axis movement command in a machining program,
virtual Y inclined surface machining for moving the tool
along the Y axis relatively to the inclined surface in a state in
which the tool is inclined such that a center axis is perpen-
dicular to an inclined surface inclined from the X axis and the
Z axis.

Advantageous Effects of Invention

According to the present invention, during the virtual
Y-axis inclined surface machining mode, in the state in which
the tool is inclined such that the center axis is perpendicular to
the inclined surface inclined from the X axis and the Z axis, it
is possible to perform the virtual Y inclined surface machin-
ing for moving the tool along the Y axis relatively to the
inclined surface. Consequently, it is possible to apply, with
the machine tool not having the Y axis, the machining along
theY axis to the inclined surface inclined from the X axis and
the Z axis.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a diagram illustrating the configuration of a
machine tool in a first embodiment.

FIG. 2 is a diagram illustrating the configuration (during a
startup mode) of a numerical control device according to the
first embodiment.

FIG. 3 is a diagram illustrating the configuration (during a
virtual Y-axis inclined surface mode) of the numerical control
device according to the first embodiment.

FIG. 4 is a flowchart for illustrating the operation of the
numerical control device according to the first embodiment.

FIG. 5 is a flowchart for illustrating the operation during
the startup mode of the numerical control device according to
the first embodiment.

FIG. 6 is a flowchart for illustrating the operation during
the virtual Y-axis inclined surface mode of the numerical
control device according to the first embodiment.

FIG. 7 is a diagram illustrating motions of axes during the
virtual Y-axis inclined surface mode of the numerical control
device according to the first embodiment.

FIG. 8 is a diagram illustrating a machining procedure for
work in the first embodiment.

FIG. 9 is a diagram illustrating a machining procedure for
work in a modification of the first embodiment.

FIG. 10 is a diagram illustrating the configuration (during
the virtual Y-axis inclined surface mode) of a numerical con-
trol device according to another modification of the first
embodiment.

FIG. 11 is a diagram illustrating a machining procedure for
work in the other modification of the first embodiment.

FIG. 12 is a diagram illustrating the configuration of a
machine tool in a second embodiment.

FIG. 13 is a diagram illustrating the configuration (during
a startup mode) of a numerical control device according to the
second embodiment.

FIG. 14 is a diagram illustrating the configuration (during
a virtual Y-axis inclined surface mode) of the numerical con-
trol device according to the second embodiment.



US 9,417,620 B2

3

FIG. 15 is a diagram illustrating motions of axes during the
virtual Y-axis inclined surface mode of the numerical control
device according to the second embodiment.

FIG. 16 is a diagram illustrating the configuration (during
the virtual Y-axis inclined surface mode) of a numerical con-
trol device according to a modification of the second embodi-
ment.

FIG. 17 is a diagram illustrating the configuration of a
machine tool in a basic embodiment.

FIG. 18 is a diagram illustrating the configuration of a
numerical control device according to the basic embodiment.

FIG. 19 is a diagram illustrating the operation of the
numerical control device in the basic embodiment.

FIG. 20 is a flowchart for illustrating the operation of the
numerical control device in the basic embodiment.

DESCRIPTION OF EMBODIMENTS

Exemplary embodiments of a numerical control device
according to the present invention are described in detail
below with reference to the drawings. Note that the present
invention is not limited by the embodiments.

First Embodiment

Before describing a numerical control device 1i according
to a first embodiment, the schematic configuration of a
numerical control device 1 according to a basic embodiment
is described with reference to FIG. 17 and F1G. 18. FIG. 17(a)
and FIG. 17(b) are respectively a perspective view and a front
view of the external configuration of a machine tool 900
controlled by the numerical control device 1 according to the
basic embodiment. FIG. 18 is a block diagram illustrating
components of the numerical control device 1 according to
the basic embodiment.

The machine tool 900 includes, as illustrated in FIGS.
17(a) and 17(b), a turret 906 and a work supporting section
907. The machine tool 900 has an X axis; a Z axis; an H axis;
a C axis; and a principal axis. The X axis is a moving axis for
moving the turret 906. The Z axis is a moving axis for moving
work W. The H axis is a rotation axis for rotating the turret 906
around a rotation center line parallel to the Z axis to turn tools
9061 and 9062. Center axes of the tools 9061 and 9062
radially extend from the rotation center line of the H axis. The
C axis is a rotation axis for rotating the work W around a
rotation center line parallel to the Z axis. The principal axis is
a rotation axis for rotating the work supporting section 907
around a rotation center line along the Z axis.

Note that, in FIG. 17, a'Y axis perpendicular to the X axis
and the Z axis is indicated by a broken line. The Y axis is a
virtual moving axis used in a virtual Y-axis control mode in a
machining program created by a user. In the virtual Y-axis
control mode, the user designates coordinate positions of the
X axis, the Y axis, the Z axis, the H axis, and the C axis and
creates a necessary machining program.

The machine tool 900 further includes, as illustrated in
FIG. 18, servomotors 901, 902, 903, and 904 respectively for
X-axis, H-axis, Z-axis, and C-axis as well as a principal axis
motor 905. The X-axis servomotor 901 and the H-axis servo-
motor 902 perform movement of the X axis and rotation of the
H axis with respect to the turret 906. The Z-axis servomotor
903 and the C-axis servomotor 904 perform movement of the
Z axis and rotation of the C axis with respect to the work
supporting section 907. The principal axis motor 905 per-
forms rotation of the principal axis.

The numerical control device 1 includes a display unit 10;
an input operation unit 20; a control operation unit 30; and a
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driving unit 90. For example, according to operation of an
automatic start button of a machining program 53 by the user,
a signal for an automatic start of the machining program 53 is
supplied to the control operation unit 30. In response to the
signal, the control operation unit 30 starts the machining
program 53; generates a movement amount command for the
X axis, a rotation amount command for the H axis, and a
movement amount command for the Z axis, and a rotation
amount command for the C axis according to the machining
program 53; and supplies the commands to the driving unit
90. The driving unit 90 includes an X-axis-servo control unit
91; an H-axis-servo control unit 92; a Z-axis-servo control
unit 93; a C-axis-servo control unit 94; and a principal-axis
control unit 95. The driving unit 90 drives the X-axis servo-
motor 901, the H-axis servomotor 903, the Z-axis servomotor
903, the C-axis servomotor 904, and the principal axis motor
905 according to the movement amount command for the X
axis, the rotation amount command for the H axis, the move-
ment amount command for the Z axis, and the rotation
amount command for the C axis input from the control opera-
tion unit 30.

The control operation unit 30 includes a programmable
logic controller (PLC) 36; a machine-control-signal process-
ing unit 34; a storing unit 50; an analysis processing unit 40;
an interpolation processing unit 70; an virtual Y-axis-control-
switching processing unit 38; a switch 35, an acceleration/
deceleration processing unit 37; an virtual Y-axis-control pro-
cessing unit 60; an axis-data output unit 39; an input control
unit 32; a screen processing unit 31; and a parameter setting
unit 33.

The signal for the automatic start of the machining pro-
gram 53 is input to the machine-control-signal processing
unit 34 through the PLC 36. The machine-control-signal pro-
cessing unit 34 commands the analysis processing unit 40
through the storing unit 50 to start the machining program 53.

The storing unit 50 stores parameters 51, tool correction
data 52, a machining program 53, and screen display data 54
and includes a shared area 55 functioning as a work space.

The analysis processing unit 40 calculates a tool correction
amount and causes the storing unit 50 to store the tool cor-
rection amount as tool correction data 52. The analysis pro-
cessing unit 40 reads out the machining program 53 from the
storing unit 50 according to a start command for the machin-
ing program 53 and performs analysis processing for respec-
tive blocks (respective rows) of the machining program 53. If
an M code (e.g., an M code “M111” or “M101”) is included
in the analyzed blocks (rows), the analysis processing unit 40
passes a result of the analysis to the PL.C 36 through the
storing unit 50 and the machine-control-signal processing
unit 34. Ifa code (e.g., a G code “G0” or “G1”) other than the
M code is included in the analyzed rows, the analysis pro-
cessing unit 40 adds a tool correction amount to the analysis
result and passes the analysis result to the interpolation pro-
cessing unit 70.

When the PL.C 36 receives an analysis result of virtual
Y-axis control mode ON (e.g., the M mode “M111”), the PLC
36 changes an virtual Y-axis control mode signal of an virtual
Y-axis control mode-signal processing unit 34a in the
machine-control-signal processing unit 34 into an ON state
and causes the storing unit 50 to temporarily store the virtual
Y-axis control mode signal in the shared area 55. Conse-
quently, in the numerical control device 1, the virtual Y-axis
control mode starts. The units of the numerical control device
1 refer to the virtual Y-axis control mode signal (in the ON
state) of the shared area 55 to thereby recognize that the
numerical control device 1 is in the virtual Y-axis control
mode. When the PLC 36 receives an analysis result of virtual
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Y-axis control mode OFF (e.g., the M code “M101”), the PLC
36 changes the virtual Y-axis control mode signal of the
virtual Y-axis control mode-signal processing unit 34a in the
machine-control-signal processing unit 34 to an OFF state
and causes the storing unit 50 to temporarily store the virtual
Y-axis control mode signal in the shared area 55. Conse-
quently, in the numerical control device 1, the virtual Y-axis
control mode is cancelled. The numerical control device 1
changes to a control mode other than the virtual Y-axis control
mode.

The interpolation processing unit 70 receives the analysis
result (a position command) from the analysis processing unit
40, performs interpolation processing for the analysis result
(the position command), and supplies a result of the interpo-
lation processing (a movement amount and a rotation
amount) to the acceleration/deceleration processing unit 37.

The acceleration/deceleration processing unit 37 applies
acceleration/deceleration processing to the result of the inter-
polation processing supplied from the interpolation process-
ing unit 70. The acceleration/deceleration processing unit 37
outputs an acceleration/deceleration processing result con-
cerning the X axis, the Y axis, the C axis, the H axis, and the
principal axis to the switch 35 and directly outputs an accel-
eration/deceleration processing result concerning the Z axis
to the axis-data output unit 39.

The switch 35 outputs, on the basis of a switching signal
from the virtual Y-axis-control-switching processing 38, the
acceleration/deceleration processing result to any one of the
virtual Y-axis-control processing unit 60 and the axis-data
output unit 39. In the virtual Y-axis control mode in which the
virtual Y-axis control mode signal in the shared area 55 is ON,
the virtual Y-axis-control-switching processing unit 38
switches the switch 35 to connect the acceleration/decelera-
tion processing unit 37 and the virtual Y-axis-control process-
ing unit 60. In the control mode other than the virtual Y-axis
control mode in which the virtual Y-axis control mode signal
in the shared area 55 is OFF, the virtual Y-axis-control-
switching processing unit 38 switches the switch 35 to con-
nect the acceleration/deceleration processing unit 37 and the
axis-data output unit 39.

In the virtual Y-axis control mode, the virtual Y-axis-con-
trol processing unit 60 transforms a movement amount com-
mand for the X-Y axes input from the acceleration/decelera-
tion processing unit 37 into a command in an X-H-C
coordinate system. That is, the virtual Y-axis-control process-
ing unit 60 transforms the movement amount command for
the X-Y axes input from the acceleration/deceleration pro-
cessing unit 37 into a moving position command (X1, Y1);
performs coordinate-transformation of the transformed mov-
ing position command into a moving position command for
the X axis, a rotating position command for the H axis, and a
rotating position command for the C axis, which are moving
position commands for a machine coordinate system serving
as a real coordinate system; and calculates moving positions
(Xr, Hr, Cr) of the X axis, the H axis, and the C axis. Conse-
quently, the virtual Y-axis-control processing unit 60 drives
the X axis, the H axis, and the C axis in association with one
another via the driving unit 90.

For example, the numerical control device 1 controls
machining of the work W illustrated in FIG. 19 and FIG. 20.
FIG. 19 is a diagram illustrating the operation of the numeri-
cal control device 1. FIG. 20 is a flowchart for illustrating the
operation of the numerical control device 1.

At step S901 illustrated in FIG. 20, the numerical control
device 1 selects the tool 9061 for milling as a tool that should
be used for machining and replaces a machining tool with the
tool 9061.
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At step S902, the numerical control device 1 selects a
C-axis mode.

At step S903, the numerical control device 1 positions the
turret 906 and the work W at a position where the center axis
of the tool 9061 and the X-axis direction on an virtual plane
are parallel to each other (see (1) illustrated in FIG. 19). The
virtual plane is a plane formed by the X-axis and the virtual
Y-axis and is a plane corresponding to an XY plane in a
program coordinate system.

At step S904, the numerical control device 1 enables the
virtual Y-axis control mode according to a description of the
M code (e.g., the M code “M111”) in the machining program
53.

At step S905, the numerical control device 1 moves the tool
9061 toward a machining start position according to a
description of the machining program 53 (e.g., the G code
“G0”) (see (2) illustrated in FIG. 19).

At step S906, the numerical control device 1 drives the X
axis, the H axis, and the C axis in association with one another
to thereby move the tool 9061 in a direction along the Y axis
(e.g., a direction parallel to the Y axis) from the machining
start position to a machining end position and causes the tool
9061 to perform milling according to a description of the
machining program 53 (e.g., the G code “G1”) (see (3) illus-
trated in FIG. 19).

At step S907, the numerical control device 1 cancels the
virtual Y-axis control mode according to a description of the
Mcode (e.g., the M mode “M101”") in the machining program
53.

In the basic embodiment, as illustrated in F1G. 19 and FIG.
20, the virtual Y-axis control is applied to the machine tool
900 not having the Y axis by means of the C axis of the work,
the X axis of the turret, and the H axis of the turret. Therefore,
the basic embodiment is based on the premise that machining
along theY axis is applied to a surface perpendicular to the X
axis. That is, in the basic embodiment, it is difficult to apply
the machining along the Y axis to an inclined surface inclined
from the X axis and the Z axis.

Therefore, in the first embodiment, the numerical control
device 1i is devised as described below to apply the machin-
ing along the Y axis onto an inclined surface Wa (see FIG.
1(a)) inclined from the X axis and the Z axis. FIG. 1(a) and
FIG. 1(b) are diagrams of external configurations of a
machine tool 9007, which is controlled by the numerical con-
trol device 1/ according to the first embodiment, respectively
viewed from directions perpendicular to a ZX plane and an
XY plane. FIG. 2 is a block diagram illustrating components
related to the operation during a startup mode of the numeri-
cal control device 1/ according to the first embodiment. FIG.
3 is a block diagram illustrating components related to an
operation in a virtual Y-axis inclined surface mode of the
numerical control device 1i according to the first embodi-
ment. In the following description, difterences from the basic
embodiment are mainly described.

The machine tool 900/ includes, as illustrated in FIGS. 1(a)
and 1(b), a turret 906; and a work supporting section 907:.
The machine tool 900; does not have the C axis and further
has a B axis. The B axis is a rotation axis for rotating the turret
906: around a rotation center line perpendicular to the X axis
and the Z axis, that is, around a rotation center line parallel to
the Y axis so as to set the center axis of a tool 9061 inclined
with respect to the X axis and the Z axis. The center axes of the
tool 90617 and a tool 9062/ extend in parallel to the rotation
center line of the H axis.

Note that the rotation center line of the H axis tilts accord-
ing to the rotation of the B axis while being maintained in a
state in which the rotation center line is parallel to the center
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axes of the tools 9061; and 9062 and perpendicular to the
rotation center line of the B axis. That is, the H axis is a
rotation axis for rotating the turret 906/ around a rotation
center line perpendicular to the rotation center line of the B
axis.

As illustrated in FIG. 2 and FIG. 3, the machine tool 900;
does not include the C-axis servomotor 904 (see FIG. 18) but
further includes a B-axis servomotor 908:. The B-axis servo-
motor 908: performs the rotation of the B axis with respect to
the turret 906i. Consequently, the machine tool 900; can
change the tool 9061; to an inclined state such that the center
axis is perpendicular to the inclined surface Wa inclined from
the X axis and the Z axis.

Note that, accordingly, a driving unit 90/ does not include
the C-axis-servo control unit 94 (see FIG. 18) but further
includes a B-axis-servo control unit 96:.

The numerical control device 1i has an virtual Y-axis
inclined surface machining mode, as a control mode for
applying the machining along the Y axis to the inclined sur-
face Wa (see FIG. 1(a)) inclined from the X axis and the Z
axis. The virtual Y-axis inclined surface machining mode
includes the startup mode and the virtual Y-axis inclined
surface mode. In the virtual Y-axis inclined surface machining
mode, the startup mode and the virtual Y-axis inclined surface
mode are sequentially and selectively changed to an ON state.

For example, the numerical control device 1/ includes a
control operation unit 307 instead of the control operation unit
30 (see FIG. 18). The control operation unit 307 includes a
machine-control-signal processing unit 34, a storing unit 507,
an analysis processing unit 40/, an virtual Y-axis-inclined-
surface-machining-switching processing unit 38/, a switch
35i, and an virtual Y-axis-inclined-surface-machining pro-
cessing unit 60i respectively instead of the machine-control-
signal processing unit 34, the storing unit 50, the analysis
processing unit 40, the virtual Y-axis-control-switching pro-
cessing unit 38, the switch 35, and the virtual Y-axis-control
processing unit 60.

The storing unit 50/ further stores machine configuration
parameters 56i. The machine configuration parameters 567
include, for example, tool length t of the tool 9061/ and
parameters (R, L) indicating a distance from a base position
of'the tool 9061 to the B axis rotation center and the like (see
FIG. 5).

The analysis processing unit 40i includes a virtual Y-axis-
inclined-surface-machining commanding unit 417 and a vir-
tual Y-axis-inclined-surface-machining startup unit 42; (see
FIG. 2). If an M code (e.g., an M code “M37” illustrated in
FIG. 8(b)) indicating enabling of virtual Y inclined surface
machining in the machining program 53 is included, the
virtual Y-axis-inclined surface-machining commanding unit
41/ passes an analysis result of the M code to the PLC 36
through the storing unit 50/ and a virtual Y-axis-inclined-
surface-machining-mode-signal processing unit 34ai of the
machine-control-signal processing unit 34i. The virtual
Y-axis-inclined-surface-machining commanding unit 417
causes the storing unit 507 to temporarily store, in the shared
area 55, information concerning an inclined surface angle and
an inclined surface rotation center coordinate (e.g., “B45.X0.
70 included in the M code indicating the enabling of the
virtual Y inclined surface machining in the machining pro-
gram 53.

When the PLC 36 receives an analysis result of virtual
Y-axis inclined surface machining mode ON (e.g., the M code
“M37” illustrated in F1G. 8(5)), the PL.C 36 changes a startup
mode signal of the virtual Y-axis-inclined-surface-machin-
ing-mode-signal processing unit 344 in the machine-control-
signal processing unit 347 into an ON state and causes the
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storing unit 50i to temporarily store the startup mode signal in
the shared area 55. Consequently, in the numerical control
device 1/, a startup mode in the virtual Y-axis inclined surface
machining mode starts; and the units refer to the startup mode
signal (in the ON state) in the shared area 55 so as to thereby
recognize that the numerical control device 1 is in the startup
mode.

Because the numerical control device 1/ is in the startup
mode, the virtual Y-axis-inclined-surface-machining-switch-
ing processing unit 38/ switches the switch 35 to connect the
acceleration/deceleration processing unit 37 and the axis-data
output unit 39 (see FIG. 2).

Because the numerical control device 1/ is being in the
startup mode, the virtual Y-axis-inclined-surface-machining
startup unit 42i transforms a movement start position corre-
sponding to an X-Y-Z axis movement command in the
machining program 53 into a command in an X-Z-H-B coor-
dinate system; drives the X axis, the Z axis, the H axis, and the
B axis in association with one another according to the trans-
formed command; and performs a startup operation. The
startup operation is an operation for changing the tool 9061/
into an inclined state such that the center axis is perpendicular
to the inclined surface Wa of the work W and is an operation
for moving the tool 9061/ to a machining start position of the
work W (see FIG. 5). Note that the startup operation is per-
formed in a non-interpolated manner.

For example, the virtual Y-axis-inclined-surface-machin-
ing startup unit 427 includes a virtual-plane-polar-coordinate
transforming unit 42i1, a tool-length processing unit 422,
and an inclined-surface-coordinate-rotation transforming
unit 42i3. The virtual-plane-polar-coordinate transforming
unit 4271 calculates a polar coordinate of the H axis in the
program coordinate system according to the movement start
position corresponding to the X-Y-Z axis movement com-
mand in the machining program 53. The polar coordinate of
the H axis includes a rotation center coordinate of the H axis
and a rotation angle of the H axis. The rotation center coor-
dinate of the H axis indicates a coordinate of the rotation
center of the H axis in the program coordinate system. The
rotation angle of the H axis is a rotation coordinate indicating
a rotation angle from a reference rotating position of the H
axis centering on the rotation center of the H axis. For
example, the virtual-plane-polar-coordinate transforming
unit 4271 transforms X-Y-Z axis command positions into a
polar coordinate of the H axis in the program coordinate
system (see FIG. 5).

The tool-length processing unit 42i2 corrects the calcu-
lated rotation center coordinate of the H axis taking into
account the tool length of the tool 9061 and supplies param-
eters corresponding to the corrected rotation center coordi-
nate of the H axis to the inclined-plane-coordinate-rotation
transforming unit 42i3.

The inclined-surface-coordinate-rotation transforming
unit 423 refers to the shared area 55 of the storing unit 50; and
acquires a commanded inclined surface angle and a com-
manded inclined surface rotation center. The inclined-sur-
face-coordinate-rotation transforming unit 42i3 calculates,
using the parameters corresponding to the corrected rotation
center coordinate of the H axis in the program coordinate
system, a moving position command for the X axis and a
moving position command for the Z axis for moving the X
axis and the Z axis when the B axis is rotated according to the
commanded inclined surface angle and the commanded
inclined surface rotation center. That is, the inclined-surface-
coordinate-rotation transforming unit 42i3 calculates the
moving position command for the X axis, the moving posi-
tion command for the Z axis, a rotating position command for
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the H axis, and a rotating position command for the B axis,
which are moving position commands for the machine coor-
dinate system serving as a real coordinate system, according
to the corrected rotation center coordinate of the H axis in the
program coordinate system and the commanded inclined sur-
face angle and the commanded inclined surface rotation cen-
ter; and calculates moving positions (Xr, Zr, Hr, Br) of the X
axis, the Z axis, the H axis, and the B axis. Consequently, the
analysis processing unit 40/ drives the X axis, the Z axis, the
H axis, and the B axis in association with one another via the
driving unit 90i.

When the virtual Y-axis-inclined-surface-machining-
switching processing unit 38/ recognizes that the associated
driving (the startup operation) is completed, the virtual
Y-axis-inclined-surface-machining-switching  processing
unit 387 changes the startup signal of the virtual Y-axis-in-
clined-surface-machining-mode-signal processing unit 34ai
in the machine-control-signal processing unit 34i into an OFF
state; changes an virtual Y-axis inclined surface mode signal
into an ON state; and causes the storing unit 50i to tempo-
rarily store the virtual Y-axis inclined surface mode signal in
the shared area 55. In the numerical control device 1, conse-
quently, stars the virtual Y-axis inclined surface mode in the
virtual Y-axis inclined surface machining mode. The units
refer to the virtual Y-axis inclined surface mode signal (the
ON state) in the shared area 55 so as to thereby recognize that
the numerical control device 1i is in the virtual Y-axis inclined
surface mode.

Because the numerical control device 1 is in the virtual
Y-axis inclined surface mode, the virtual Y-axis-inclined-
surface-machining-switching processing unit 38/ switches
the switch 35/ to connect the acceleration/deceleration pro-
cessing unit 37 and the virtual Y-axis-inclined-surface-ma-
chining processing unit 607 (see FIG. 3).

Because the numerical control device 1 is in the virtual
Y-axis inclined surface mode, the analysis processing unit 40;
and the virtual Y-axis-inclined-surface-machining processing
unit 60i transform the X-Y-Z axis movement command in the
machining program into a command in an X-Z-H coordinate
system and performs, according to the transformed com-
mand, virtual Y inclined surface interpolation for driving the
X axis, the Z axis, and the H axis in association with one
another.

For example, the analysis processing unit 40i further
includes virtual Y-axis-inclined-surface-command-position
creating unit 437 (see FIG. 3). The virtual Y-axis-inclined-
surface-command-position creating unit 43i controls the
interpolation processing unit 70 such that it interpolates the
X-Y-7Z axis positions in the program coordinate system
according to the X-Y-7Z axis movement command in the
machining program 53. The interpolated X-Y-Z axis posi-
tions in the program coordinate system are supplied to the
virtual Y-axis-inclined-surface-machining processing unit
60/ through the acceleration/deceleration processing unit 37.

For example, the virtual Y-axis-inclined-surface-machin-
ing processing unit 60/ includes a virtual-plane-polar-coordi-
nate transforming unit 61, a tool-length processing unit 62,
and an inclined-surface-coordinate-rotation transforming
unit 63;. The virtual-plane-polar-coordinate transforming
unit 617 receives the interpolated X-Y-Z axis positions in the
program coordinate system. The virtual-plane-polar-coordi-
nate transforming unit 61/ calculates a polar coordinate of the
H axis in the program coordinate system according to the
interpolated X-Y-Z axis positions in the program coordinate
system. The polar coordinate of the H axis includes a rotation
center coordinate of the H axis and a rotation angle of the H
axis. The rotation center coordinate of the H axis indicates a
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coordinate of the rotation center of the H axis. The rotation
angle of the H axis is a rotation coordinate indicating a rota-
tion angle from a reference rotating position of the H axis
centering on the rotation center of the H axis. For example, the
virtual-plane-polar-coordinate transforming unit 61/ trans-
forms the interpolated X-Y-Z axis positions into a polar coor-
dinate of the H axis in the program coordinate system (see
FIG. 6).

The tool-length processing unit 62 corrects the calculated
rotation center coordinate of the H axis taking into account
the tool length of the tool 9061;. For example, the tool-length
processing unit 62; includes a “tool distal end to B-axis-
rotation-center-vector calculating unit” 62i1. The tool-length
processing unit 62i applies tool length correction to the rota-
tion center coordinate of the H axis using the “tool distal end
to B-axis-rotation-center-vector calculating unit” 62i1 and
supplies parameters corresponding to the corrected rotation
center coordinate of the H axis to the inclined-surface-coor-
dinate-rotation transforming unit 63i.

The inclined-surface-coordinate-rotation transforming
unit 63 refers to the shared area 55 of the storing unit 50; and
acquires the commanded inclined surface angle and the com-
manded inclined surface rotation center. The inclined-sur-
face-coordinate-rotation transforming unit 63i calculates,
using the parameters corresponding to the corrected rotation
center coordinate of the H axis in the program coordinate
system, a moving position command for the X axis and a
moving position command for the Z axis for moving the X
axis and the Z axis when the B axis is rotated according to the
commanded inclined surface angle and the commanded
inclined surface rotation center. That is, the inclined-surface-
coordinate-rotation transforming unit 63 calculates the mov-
ing position command for the X axis, the moving position
command for the Z axis, and a rotating position command for
the H axis, which are moving position commands for the
machine coordinate system serving as a real coordinate sys-
tem, according to the corrected rotation center coordinate of
the H axis in the program coordinate system and the com-
manded inclined surface angle and the commanded inclined
surface rotation center; and the inclined-surface-coordinate-
rotation transforming unit 63; calculates moving positions
(Xr, Zr, Hr) of the X axis, the Z axis, and the H axis. For
example, the inclined-surface-coordinate-rotation transform-
ing unit 637 includes a virtual-coordinate-command-position-
coordinate-rotation transforming unit 63:1; a “tool distal end
to B-axis-rotation-center-coordinate-rotation transforming
unit” 63/2; and a combining unit 63:3. The inclined-surface-
coordinate-rotation transforming unit 63 calculates the mov-
ing positions (Xr, Zr, Hr) of the X axis, the Z axis, and the H
axis by using the “tool distal end to B-axis-rotation-center-
coordinate-rotation transforming unit” 63;2 and the combin-
ing unit 63:3. Consequently, the analysis processing unit 407
drives the X axis, the Z axis, and the H axis in association with
one another via the driving unit 90i.

When the PL.C 36 receives an analysis result of virtual
Y-axis inclined surface machining mode OFF (e.g., an M
code “M38” illustrated in FIG. 8(5)), the PL.C 36 changes the
virtual Y-axis inclined surface mode signal of the virtual
Y-axis-inclined-surface-machining-mode-signal processing
unit 34ai in the machine-control-signal processing unit 34; to
an OFF state and causes the storing unit 50/ to temporarily
store the virtual Y-axis inclined surface mode signal in the
shared area 55. Consequently, in the numerical control device
14, the virtual Y-axis inclined surface machining mode is
cancelled. The numerical control device 1/ changes into a
control mode other than the virtual Y-axis inclined surface
machining mode.
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The operation of the numerical control device 1/ according
to the first embodiment is described with reference to FIG. 4
and FIG. 8(5). FIG. 4 is a flowchart for illustrating the opera-
tion of the numerical control device 1i according to the first
embodiment. FIG. 8(b) is a diagram illustrating description
contents in the machining program 53 stored in the storing
unit 507 of the numerical control device 1i.

At step S1, the numerical control device 1i selects, for
example, the tool 9061 for milling as the tool that should be
used for machining and replaces the tool used for machining
with the tool 9061i. For example, the numerical control
device 1i replaces the tool used for machining with the tool
9061; for milling according to a description of “T1010” in the
machining program 53 illustrated in FIG. 8(b).

At step S2, the numerical control device 1/ commands an
inclined surface angle and a rotation center of an inclined
surface so as to enable the virtual Y-axis inclined surface
machining mode. For example, the numerical control device
1/ commands a rotation angle of 45 degrees of the B axis as
the inclined surface angle; commands a position (Xp, Zp)=(0,
0) in the program coordinate system as the rotation center of
the inclined surface; and changes the startup mode in the
virtual Y-axis inclined surface machining mode into ON
according to a description of “M37 B45. X0. Z0.” in the
machining program 53 illustrated in FIG. 8(b).

Atstep S3, because the numerical control device 17 is in the
startup mode, the numerical control device 1i performs a
startup operation. Details of the startup operation are
described below. When the startup operation is completed,
the numerical control device 1/ changes the startup mode in
the virtual Y-axis inclined surface machining mode into OFF
and changes the virtual Y-axis inclined surface mode in the
virtual Y-axis inclined surface machining mode into ON.

Atstep S4, because the numerical control device 17 is in the
virtual Y-axis inclined surface mode, the numerical control
device 1i performs an virtual Y inclined surface machining
operation (e.g., milling). Details of the virtual Y inclined
surface machining operation are described below.

At step S5, the numerical control device 1i cancels the
virtual Y-axis inclined surface machining mode. For example,
the numerical control device 1/ changes the virtual Y-axis
inclined surface mode in the virtual Y-axis inclined surface
machining mode into OFF according to a description of
“M38” in the machining program 53 illustrated in FIG. 8(b).

Details of the startup operation (step S3) are described with
reference to FIG. 5 and FIG. 8(5). FIG. 5 is a flowchart for
illustrating the details of the startup operation (step S3).

At step S31, the numerical control device 1/ calculates an
virtual coordinate position of a block end point, that is, a
machining start position (Xp, Yp, Zp)=(Xp, yp, zp) in the
program coordinate system. For example, the numerical con-
trol device 1i calculates a machining start position (Xp, Yp,
Zp)=(50, 50, 0) according to a description of “G0 X50.Y50.
70.” in the machining program 53 illustrated in FIG. 8(b).

At step S32, the virtual-plane-polar-coordinate transform-
ing unit 42i1 (see FIG. 2) in the numerical control device 1/
calculates a polar coordinate (xh, h) of the H axis in the
program coordinate system according to a movement start
position (xp, yp, Zp) corresponding to the X-Y-Z axis move-
ment command in the machining program 53. For example,
the virtual-plane-polar-coordinate transforming unit 42i1
transforms, according to the following Expression 1, X-Y
axis positions (xp, yp) of a movement start in the program
coordinate system into the polar coordinate (xh, h) of the H
axis in the program coordinate system. That is, the virtual-
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plane-polar-coordinate transforming unit 421 performs vir-
tual polar coordinate transformation according to the follow-
ing Expression 1:

(xh,l)=fr(xp.yp)

In Expression 1, fr indicates a function used in coordinate
transformation. The polar coordinate (xh, h) of the H axis
includes a rotation center coordinate xh of the H axis and a
rotation angle h of the H axis. The rotation center coordinate
xh of the H axis indicates a coordinate (xh, 0, zh) of the
rotation center of the H axis in the program coordinate sys-
tem. The rotation angle h of the H axis is a rotation coordinate
indicating a rotation angle from a reference rotating position
(a position from the rotation center to the origin) of the H axis
centering on the rotation center (xh, 0, zh) of the H axis. The
virtual-plane-polar-coordinate transforming unit 42i1 sup-
plies the calculated polar coordinate (xh, h) of the H axis to
the tool-length processing unit 42i2 (see FIG. 2).

At step S33, the tool-length processing unit 422 calculates
a B-axis rotation center position (Xp, Zp)=(xb, zb) in the
program coordinate system taking into account a tool length
correction amount on an virtual coordinate. For example, the
tool-length processing unit 422 calculates, according to the
following Expression 2, the B-axis rotation center position
(xb, zb) taking into account the tool length correction amount
with respect to the rotation center coordinate xh of the H axis
and a Z-axis position (zp) of a movement start.

Expression 1

(xb,zb)=(xh,zp)+(R—rL+t) Expression 2

In Expression 2, t represents tool length of a tool; r repre-
sents a rotation radius of the H axis in the turret 906i; R
represents a distance in the X-axis direction from the base of
the tool to the B-axis rotation center in the turret 906;; and L
represents a distance in the Z-axis direction from the base of
the tool to the B-axis rotation center in the turret 906i. The
tool-length processing unit 42i2 supplies the B-axis rotation
center position (xb, zb) calculated taking into account the tool
length correction amount to the inclined-surface-coordinate-
rotation transforming unit 423 as a parameter corresponding
to the corrected rotation center coordinate of the H axis.

At step S34, the inclined-surface-coordinate-rotation
transforming unit 42i3 coordinate-transforms, according to
the commanded inclined surface angle and the commanded
inclined surface rotation center, the B-axis rotation center
position in the program coordinate system into a B-axis rota-
tion center position in the machine coordinate system. For
example, the inclined-surface-coordinate-rotation transform-
ing unit 423 coordinate-transforms the B-axis rotation center
position (Xp, Zp)=(xb, zb) calculated taking into account the
tool length correction amount in the program coordinate sys-
tem into a B-axis rotation center position fb (xb, zb) in the
machine coordinate system. In the B-axis rotation center
position tb (xb, zb), tb indicates a function used in the coor-
dinate transformation.

At step S35, the inclined-surface-coordinate-rotation
transforming unit 42i3 calculates coordinates of real axes (X,
Zr, Hr) using the machine configuration parameters (R, L).
For example, the inclined-surface-coordinate-rotation trans-
forming unit 42i3 calculates, according to the following
Expression 3, coordinates (xr, zr) of the X-Z axes in the
machine coordinate system from the B-axis rotation center
position tb (xb, zb) in the machine coordinate system.

(xrzr)=fb(xb,zb)-(R,L)

The inclined-surface-coordinate-rotation transforming
unit 423 calculates a movement start position (Xr, Zr, Hr,
Br)=(xr, zr, h, br) in the machine coordinate system using the

Expression 3
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coordinates (xr, zr) of the X-Z axes; the rotation coordinate
(h) of the H axis calculated at step S32; and the commanded
inclined surface angle calculated at step S34, that is, the
rotation coordinate (br) of the B axis. The analysis processing
unit 40i supplies a command of the movement start position
(xt, zr, h, br) to the driving unit 90/ via the interpolation
processing unit 70 and the acceleration/deceleration process-
ing unit 37. Consequently, the driving unit 907 drives the X
axis, the Z axis, the H axis, and the B axis in association with
one another according to the command of the movement start
position (xr, zr, h, br).

Details of the virtual Y inclined surface machining opera-
tion (step S4) are described with reference to FIG. 6, FIG. 7,
and FIG. 8(5). FIG. 6 is a flowchart for illustrating the details
of the virtual Y inclined surface machining operation (step
S4). FIG. 7 is a diagram illustrating motions of the axes
during the virtual Y-axis inclined surface mode of the numeri-
cal control device 1i.

At step S41, the virtual Y-axis-inclined-surface-command-
position creating unit 43; (see F1G. 3) in the numerical control
device 1i calculates, for example, positions of a start point and
an end point of a present processing target block in the
machining program 53 and calculates an X-Y-Z axis move-
ment command in the machining program 53. The interpola-
tion processing unit 70 interpolates X-Y-Z axis positions in
the program coordinate system at every interpolation cycle
according to the X-Y-7Z axis movement command in the
machining program 53.

For example, it is assumed that a start point P1 and an end
point P3 are calculated by the virtual Y-axis-inclined-surface-
command-position creating unit 43, that is, the X-Y-Z axis
movement command in the machining program 53 is a move-
ment command of P1 to P3 illustrated in FIGS. 7(¢) to 7(e). In
this case, the interpolation processing unit 70 performs inter-
polation processing at every interpolation cycle and calcu-
lates command positions P1, P11, P12, P2, P21, P22, and P3
of the X-Y-Z axes in the program coordinate system. The
command positions P1 to P3 are positions along the Y axis,
which is the virtual axis, as illustrated in FIGS. 6(a) and 6(5).

Note that FIG. 6(a) illustrates the operation of the machine
tool 900; conforming to the command positions P1, P2, and
P3 when viewed from a direction perpendicular to the ZX
plane. FIG. 7(b) illustrates the operation of the machine tool
900:; conforming to the command positions P1, P2, and P3
when viewed from a direction perpendicular to the XY plane.
FIG. 7(c) illustrates a route commanded in the program coor-
dinate system on an YZ plane and an actual movement route
in the machine coordinate system. In FIG. 7(c), the ordinate
indicates a coordinate of the Y axis and an abscissa indicates
a coordinate of the Z axis. FIG. 7(d) illustrates a route com-
manded in the program coordinate system on the XY plane
and a movement route of the machine tool in the machine
coordinate system. In FIG. 7(d), the ordinate indicates a coor-
dinate of the X axis and the abscissa indicates a coordinate of
the Y axis. FIG. 7(e) illustrates a route commanded in the
program coordinate system on an HY plane and a movement
route of the machine tool in the machine coordinate system.
InFIG. 7(e), the ordinate indicates a rotation coordinate (h) of
the H axis and the abscissa indicates a coordinate of the Y
axis.

For example, the numerical control device 1i calculates,
according to a description of “G1 X50. Y-50. F100” in the
machining program 53 (see FIG. 8(b)), an interpolation posi-
tion at every interpolation cycle from a machining start posi-
tion (Xp, Yp, Zp)=(50, 50, 0) to a machining end position (Xp,
Yp, Zp)=(50, =50, 0) of the tool 9061; in the program coor-
dinate system; applies acceleration/deceleration processing
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to the interpolation position; and calculates, for example, a
command position (Xp, Yp, Zp)=(xp, yp, Zp) in the program
coordinate system. For example, in this case, the interpolation
processing unit 70 performs interpolation processing in the
case of P1=(50, 50, 0) and P2=(50, -50, 0) in FIGS. 7(c) to
7(e) and calculates the command positions P1, P11, P12, P2,
P21, P22, and P3 ofthe X-Y-Z axes in the program coordinate
system.

At step S42, the virtual-plane-polar-coordinate transform-
ing unit 61/ (see FIG. 3) in the numerical control device 1/
calculates the polar coordinate (xh, h) of the H axis in the
program coordinate system according to the command posi-
tion (Xp, yp, zZp) corresponding to the X-Y axis movement
command in the machining program 53. For example, the
virtual-plane-polar-coordinate transforming unit 61/ trans-
forms, according to the above Expression 1, the command
position (xp, yp) in the program coordinate system into the
polar coordinate (xh, h) of the H axis in the program coordi-
nate system. That is, the virtual-plane-polar-coordinate trans-
forming unit 61/ performs virtual polar coordinate transfor-
mation according to the above Expression 1. The virtual-
plane-polar-coordinate transforming unit 61/ supplies the
calculated rotation center coordinate (xh) of the H axis to the
tool-length processing unit 62/ (see FIG. 3).

At step S43, the tool distal end to B-axis-rotation-center-
vector calculating unit 62i1 (see FIG. 3) in the tool-length
processing unit 627 calculates a vector from a tool distal end
to the B-axis rotation center position in the program coordi-
nate system taking into account a tool length correction
amount on the virtual coordinate. For example, the tool distal
end to B-axis-rotation-center-vector calculating unit 621 cal-
culates a B-axis rotation center position (xb, zb) in the pro-
gram coordinate system according to the above Expression 2
and calculates a vector (Vx, Vz) from a tool distal end (xp, zp)
to the B-axis rotation center position (xb, zb) in the program
coordinate system according to the following Expression 4.

(Vx,Vz)=(xb,zb)—(xp,zp) Expression 4

The tool distal end to B-axis-rotation-center-vector calcu-
lating unit 62i1 supplies the calculated vector (Vx, Vz) to the
inclined-surface-coordinate-rotation transforming unit 637 as
a parameter corresponding to the corrected rotation center
coordinate of the H axis.

At step S44, the virtual-coordinate-command-position-co-
ordinate-rotation transforming unit 6371 in the inclined-sur-
face-coordinate-rotation transforming unit 63; coordinate-
transforms, according to the commanded inclined surface
angle and the commanded inclined surface rotation center, the
command position (Xp, yp) in the program coordinate system
into a command position (xr', yr') in the machine coordinate
system. For example, the virtual-coordinate-command-posi-
tion-coordinate-rotation transforming unit 631 coordinate-
transforms the command position (xp, yp) in the program
coordinate system into the command position (xr', yr') in the
machine coordinate system according to the following
Expression 5:

(' yr)=fbo(xp.yp) Expression 5

At step S45, the tool distal end to B-axis-rotation-center-
coordinate-rotation transforming unit 632 in the inclined-
surface-coordinate-rotation transforming unit 63/ coordi-
nate-transforms, according to the commanded inclined
surface angle and the commanded inclined surface rotation
center, the parameter corresponding to the corrected rotation
center coordinate of the H axis in the program into a param-
eter in the machine coordinate system. For example, the tool
distal end to B-axis-rotation-center-coordinate-rotation
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transforming unit 632 rotates the vector (Vx, Vz) calculated
at step S43 by the commanded inclined surface angle (an
angle after acceleration/deceleration of the B axis) and coor-
dinate-transforms the vector (Vx, Vz) into a vector fb'(Vx,
Vz) in the machine coordinate system. Here, fb' indicates a
function used in coordinate transformation for a vector.

At step S46, the combining unit 63:3 in the inclined-sur-
face-coordinate-rotation transforming unit 63; combines the
command position (xr', yr') in the machine coordinate system
calculated at step S44 and the parameter in the machine
coordinate system calculated at step S45. For example, the
combining unit 63i3 adds the vector tb'(Vx, Vz) in the
machine coordinate system calculated at step S45 with the
command position (xr', yr') in the machine coordinate system
calculated at step S44 and calculates a B-axis rotation center
coordinate tb'(Vx, Vz)+(xr', yr') in the machine coordinate
system.

At step S47, the inclined-surface-coordinate-rotation
transforming unit 637 calculates coordinates of the real axes
(Xr, Zr, Hr) from the machine configuration parameters (R,
L). For example, the inclined-surface-coordinate-rotation
transforming unit 63/ calculates the coordinates (xr, zr) of the
X-7 axes in the machine coordinate system according to the
following Expression 6.

(xnzr)=fb'(Vx, Vo )+(xr' yr')—(R,L)

The inclined-surface-coordinate-rotation transforming
unit 637 calculates a command position (Xr, Zr, Hr)=(xr, zr, h)
in the machine coordinate system using the coordinates (xr,
7r) of the X-Z axes and the coordinate (h) of the H axis
calculated at step S42. That is, the virtual Y-axis-inclined-
surface-machining processing unit 60/ transforms the com-
mand position on the program coordinate system analyzed by
the analysis processing unit 407, interpolated by the interpo-
lation processing unit 70, and subjected to the acceleration/
deceleration processing by the acceleration/deceleration pro-
cessing unit 37 into a command position on the machine
coordinate system. The command position on the machine
coordinate system is supplied to the driving unit 90i. Conse-
quently, the driving unit 90; drives the X axis, the Z axis, and
the H axis in association with one another according to the
command position on the machine coordinate system.

For example, it is assumed that the X-Y-Z axis movement
command in the machining program 53 is a movement com-
mand of P1 to P3 illustrated in FIGS. 7(c) to 7(e). In this case,
the inclined-surface-coordinate-rotation transforming unit
63 calculates command positions P17, P11, P12r, P27, P217,
P22r, and P3r of the X-Z-H axes in the machine coordinate
system. The command positions P17, P11#, P127, P27, P217,
P22r, and P3r of the X-Z-H axes in the machine coordinate
system respectively correspond to the command positions P1,
P11, P12, P2, P21, P22, and P3 of the X-Y-Z axes in the
program coordinate system. The command positions P1~ to
P3r are realized by the associated driving of the X axis, the Z
axis, and the H axis by the driving unit 90; as illustrated in
FIGS. 7(a) and 7(b).

A machining procedure for the work W by the numerical
control device 1/ according to the first embodiment is
described with reference to FIG. 8. FIG. 8(a) is a diagram
illustrating motions of the turret 906; and the work W con-
forming to the machining procedure for the work W by the
numerical control device 1i. FIG. 8(b) is a diagram illustrat-
ing description contents in the machining program 53 stored
in the storing unit 50 of the numerical control device 1i. FIG.
8(c) is a diagram illustrating the machining procedure for the
work W.

Expression 6
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In a process (1), the numerical control device 1/ moves the
turret 906i to a reference position according to a description
of “G0 Z30. C0” in the machining program 53.

In a process (2), the numerical control device 1/ replaces
the tool that should be used for machining with the tool 9061
for milling according to a description of “T1010” in the
machining program 53.

In aprocess (3), the numerical control device 1/ commands
a rotation angle 45 degrees of B-axis as an inclined surface
angle; commands a position (Xp, Zp)=(0, 0) in the program
coordinate system as the rotation center of the inclined sur-
face; and changes the startup mode in the virtual Y-axis
inclined surface machining mode into ON according to a
description of “M37 B45. X0. Z0.” in the machining program
53.

Ina process (4), the numerical control device 1/ performs a
startup operation according to a description of “G0 X50.Y50.
70 in the machining program 53. For example, the numeri-
cal control device 1/ changes the tool 9061; to a state in which
the tool 9061 is inclined such that the center axis is perpen-
dicular to the inclined surface Wa of the work W and moves
the tool 9061 to the machining start position (Xp, Yp, Zp)=
(50, 50, 0). When the movement of the tool 9061; is com-
pleted, the numerical control device 1i changes the startup
mode in the virtual Y-axis inclined surface machining mode
into OFF and changes the virtual Y-axis inclined surface
mode into ON.

In a process (5), the numerical control device 1/ performs
the virtual Y inclined surface machining operation according
to a description of “G1 X50. Y-50. F100” in the machining
program 53. For example, the numerical control device 1i
moves the tool 9061; in the Y-axis (-) direction relatively to
the inclined surface Wa of the work W and performs cutting.
For example, the numerical control device 1/ transforms an
X-Y axis movement command “X50. Y-50." in the machin-
ing program 53 into a command in the X-Z-H coordinate
system and drives the X axis, the Z axis, and the H axis in
association with one another according to the transformed
command.

In a process (6), the numerical control device 1/ performs
the virtual Y inclined surface machining operation according
to a description of “G1 X-50.Y-50.” in the machining pro-
gram 53. For example, the numerical control device 1/ moves
the tool 9061/ in the X-axis (=) direction relatively to the
inclined surface Wa of the work W and performs cutting. For
example, the numerical control device 1/ transforms an X-Y
axis movement command “X-50. Y-50." in the machining
program 53 into a command in the X-Z-H coordinate system
and drives the X axis and the Z axis in association with each
other according to the transformed command.

In a process (7), the numerical control device 1/ performs
the virtual Y inclined surface machining operation according
to a description of “G1 X-50. Y50.” in the machining pro-
gram 53. For example, the numerical control device 1/ moves
the tool 9061/ in the Y-axis (+) direction relatively to the
inclined surface Wa of the work W and performs cutting. For
example, the numerical control device 1/ transforms an X-Y
axis movement command “X-50. Y50.” in the machining
program 53 into a command in the Z-Z-H coordinate system
and drives the X axis, the Z axis, and the H axis in association
with one another according to the transformed command.

In a process (8), the numerical control device 1/ performs
the virtual Y inclined surface machining operation according
to a description of “G1 X50.Y50.” in the machining program
53. For example, the numerical control device 1/ moves the
1001 9061; in the X-axis (-) direction relatively to the inclined
surface Wa of the work W and performs cutting. For example,
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the numerical control device 1/ transforms an X-Y axis move-
ment command “X50. Y50.” in the machining program 53
into a command in the X-Z-Y coordinate system and drives
the X axis and the Y axis in association with each other
according to the transformed command.

Inaprocess (9), the numerical control device 1/ retracts the
tool 9061; according to a description of “GO Z30.” in the
machining program 53. For example, the numerical control
device 1/ moves the tool 9061; in the Z-axis direction rela-
tively to the inclined surface Wa of the work W and retracts
the tool 9061 from the inclined surface Wa.

In a process (10), the numerical control device 1/ cancels
the virtual Y-axis inclined surface machining mode according
to a description of “M38” in the machining program 53. For
example, the numerical control device 1/ changes the virtual
Y-axis inclined surface mode in the virtual Y-axis inclined
surface machining mode to OFF.

Asdescribed above, in the first embodiment, in the numeri-
cal control device 1, the virtual Y-axis-inclined-surface-ma-
chining processing unit 60; performs, during the virtual
Y-axis inclined surface machining mode, the virtual Y
inclined surface machining for moving the tool 9061: along
the Y axis relatively to the inclined surface Wa in the state in
which the tool 9061; is inclined such that the center axis is
perpendicular to the inclined surface Wa inclined from the X
axis and the Z axis. For example, the virtual Y-axis-inclined-
surface-machining processing unit 60; performs the virtual Y
inclined surface interpolation for transforming the X-Y-Z
axis movement command in the machining program into a
command in the X-Z-H coordinate system and driving the X
axis, the Z axis, and the H axis in association with one another
according to the transformed command. Consequently, it is
possible to apply, with the machine tool 9007 not having the Y
axis, the machining along the Y axis to the inclined surface
Wa inclined from the X axis and the Z axis.

In the first embodiment, in the numerical control device 1i,
the virtual Y-axis-inclined-surface-command-position creat-
ing unit 437 calculates a start point and an end point of the
X-Y-Z axis movement command in the machining program
53. The interpolation processing unit 70 interpolates the
X-Y-7 axis positions in the program coordinate system on the
basis of the X-Y-Z axis movement command in the machining
program 53. The virtual-plane-polar-coordinate transforming
unit 61/ calculates a polar coordinate including the rotation
center coordinate of the H axis and the rotation angle of the H
axis in the program coordinate system according to the inter-
polated X-Y-Z axis positions in the program coordinate sys-
tem. The inclined-surface-coordinate-rotation transforming
unit 637 interpolates the X-Z-H axis positions in the machine
coordinate system according to the calculated polar coordi-
nate in the program coordinate system. Consequently, it is
possible to transform the X-Y-Z axis movement command in
the machining program 53 into the X-Z-H axis movement
command in the machine coordinate system.

In the first embodiment, in the numerical control device 1i,
the virtual Y-axis-inclined-surface-machining startup unit 42
performs the startup operation for transforming a movement
start position corresponding to the X-Y-Z axis movement
command in the machining program 53 into a command in the
X-7-H-B coordinate system; driving the X axis, the Z axis,
the H axis, and the B axis in association with one another
according to the transformed command; changing the tool
9061; to an inclined state such that the center axis is perpen-
dicular to the inclined surface Wa; and moving the tool 9061/
to the machining start position of the work W. Consequently,
the numerical control device 1/ can be changed into a state in
which it is possible to apply, with the machine tool 900; not
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having the Y axis, the machining along the Y axis to the
inclined surface Wa inclined from the X axis and the Z axis.

Note that, in the example described in the first embodi-
ment, information concerning the inclination angel and the
inclined surface rotation center coordinate is commanded
from the machining program. However, the information can
be commanded from the PLC 36.

Alternatively, during the virtual Y-axis inclined surface
machining mode, the information can be commanded to the B
axis. For example, the machining program illustrated in FIG.
8(b) can be changed as described below.

G0 730. CO

T1010

M37 B45. X0. Z0.
G0 X50.Y50. Z0.
G1X50.Y-50. F100
G1X-25.Y-50. F75
M37 B55. X0. Z0.
G0 X-25.Y-50. Z0.
G1X-50.Y-50. F25
G1X-50.Y50. F100
G1X-25.Y50.F25
M37 B45. X0. Z0.
G1X50.Y50. F75
G0 Z30.

M38

Inthis case, for example, in the flowchart illustrated in FI1G.
4, the processing of the startup operation (step S3) and the
virtual Y inclined surface machining operation (step S4) are
set into one routine. This one routine is repeated a plurality of
times (in the case described above, three times) and then
processing for cancellation of the virtual Y-axis inclined sur-
face machining mode (step S5) is performed. In this case, as
described above, when the startup operation (step S3) is per-
formed every time, a different angle can be commanded as a
rotation angle of the B axis.

By repeatedly giving commands to the B axis in this way,
the turret can continuously machine inclined surfaces having
different inclination angles of a machining surface with the
tool distal end position being set as a center.

Alternatively, in the first embodiment, the milling is illus-
trated as the virtual Y inclined surface machining. However,
the virtual Y inclined surface machining can be perforating,
synchronous tap, and the like. For example, when the virtual
Y inclined surface machining is the perforating, a machining
procedure for the work W by the numerical control device 17
is, for example, as illustrated in FIG. 9. FIG. 9(a) is a diagram
illustrating motions of the turret 906; and the work W con-
forming to the machining procedure for the work W by the
numerical control device 1i. FIG. 9(b) is a diagram illustrat-
ing description contents in the machining program 53 stored
in the storing unit 50; of the numerical control device 1i. FIG.
9(c) is a diagram illustrating the machining procedure for the
work W.

Ina modification of the first embodiment illustrated in FIG.
9, processes (11), (12), and (13) are performed instead of the
processes (2) and (4) to (9).

In the process (11), the numerical control device 1i
replaces the tool that should be used for machining with the
tool 9062 for perforating according to a description of
“T1111” in the machining program 53.

In the process (12), the numerical control device 1/ per-
forms the startup operation according to a description of “GO
X30.Y15. Z30” in the machining program 53. For example,
the numerical control device 1i changes the tool 9062i to an
inclined state such that the center axis is perpendicular to the
inclined surface Wa of the work W and moves the tool 9062/
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to a machining start position (Xp, Yp, Zp)=(30, 15, 30) of the
work W. When the movement of the tool 9062 is completed,
the numerical control device 1/ changes the startup mode in
the virtual Y-axis inclined surface machining mode into OFF
and changes the virtual Y-axis inclined surface mode into ON.

In the process (13), the numerical control device 1i per-
forms the virtual Y inclined surface machining operation
according to a description of “G84 Z-10. SI00 F1. D5” in the
machining program 53. For example, the numerical control
device 1/ moves the tool 9062; in the Z-axis (-) direction
relatively to the inclined surface Wa of the work W and
performs perforating. For example, the numerical control
device 1i transforms a Z-axis movement command “Z-10.in
the machining program 53 into a command in the X-Z-H
coordinate system and moves the X axis, the Z axis, and the H
axis in association with one another according to the trans-
formed command.

Alternatively, a numerical control device 1/ illustrated in
FIG. 10 may simultaneously perform, in parallel, during the
virtual Y-axis inclined surface machining mode, both a first
operation for moving a tool to the machining start position of
the work W and a second operation for replacing the tool with
another tool among a plurality of tools.

Specifically, in the numerical control device 1j, as illus-
trated in FIG. 10, an virtual Y-axis-inclined-surface-machin-
ing processing unit 60 further includes a command-axis
determining unit 64/ and a command combining unit 65;.

During the virtual Y-axis inclined surface machining mode,
the command-axis determining unit 64; refers to, for each one
block (one row), the machining program 53 stored in the
storing unit 50; and determines whether a command of each
block (each row) is a movement amount command for the
X-Y-Z axes or an independent rotation amount command for
the H axis. When the command by the machining program 53
is the movement amount command for the X-Y-Z axes (e.g.,
amovement amount command by “G0 X-50.Y50. Z0.” illus-
trated in FIG. 11), the command-axis determining unit 64;
supplies a movement amount command (i.e., a position com-
mand at every interpolation cycle) for the X-Y-Z axes input
from the acceleration/deceleration processing unit 37 to the
virtual-plane-polar-coordinate transforming unit 61;. When
the command by the machining program 53 is the indepen-
dent rotation amount command for the H axis (e.g., “T0202”
illustrated in FIG. 11), the command-axis determining unit
64/ supplies an independent rotation amount command for
the H axis input from the acceleration/deceleration process-
ing unit 37 to the command combining unit 65;. In other
words, the command-axis determining unit 64; separates, for
each one block, a command of the machining program 53
created in the program coordinate system into a first move-
ment amount command (i.e., a position command at every
interpolation cycle) including the movement amount com-
mand for the X-Y-Z axes and a second movement amount
command including the H-axis independent movement
amount command; supplies the first movement amount com-
mand to the virtual-plane-polar-coordinate transforming unit
61/; and supplies the second movement amount command to
the command combining unit 65;.

As indicated by the following Expression 7, the command
combining unit 65/ combines an independent rotation com-
mand AHr2 (=AH2) for the H axis with a rotation amount
command AHrl for the H axis generated by the inclined-
surface-coordinate-rotation transforming unit 63/ and gener-
ates a rotation amount command AHr for the H axis.

AHr=AHr1+AH?2 Expression 7
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The command combining unit 65; supplies the combined
rotation amount command AHr for the H axis to the axis-data
output unit 39.

In this case, a machining procedure for the work W by the
numerical control device 1/ is, for example, as illustrated in
FIG. 11. FIG. 11(a) is a diagram illustrating motions of the
turret 906/ and the work W conforming to the machining
procedure for the work W by the numerical control device 1;.
FIG. 11(b) is a diagram illustrating description contents in the
machining program 53 stored in the storing unit 50i of the
numerical control device 1;. FIG. 11(¢) is a diagram illustrat-
ing the machining procedure for the work W.

Ina modification of the first embodiment illustrated in FIG.
11, processes (21) to (23) are performed instead of the pro-
cesses (6) to (8).

Inthe process (21), the numerical control device 1; retracts
the tool 9061 according to a description of “G0 Z30.” in the
machining program 53. For example, the numerical control
device 1j moves the tool 9061/ in the Z-axis direction rela-
tively to the inclined surface Wa of the work W and retracts
the tool 9061 from the inclined surface Wa.

In the process (22), the numerical control device 1
replaces the tool that should be used for machining with the
tool 9062i for perforating and moves the tool 9062 to the
machining start position according to a description of “GO
X-50.Y50. Z0. T0202” in the machining program 53.

In the process (23), the numerical control device 1; per-
forms the virtual Y inclined surface machining operation
according to a description of “G1 X50. Y-50. F100” in the
machining program 53. For example, the numerical control
device 1j moves the tool 9061/ in the Y-axis (-) direction
relatively to the inclined surface Wa of the work W and
performs cutting. For example, the numerical control device
1j transforms the X-Y axis movement command “X50.
Y-50" in the machining program 53 into a command in the
X-Z-H coordinate system and moves the X axis, the Z axis,
and the H axis in association with one another according to
the transformed command.

By simultaneously performing the machining start posi-
tion determination and the tool replacement in this way, it is
possible to reduce a machining time.

Second Embodiment

A numerical control device 1k according to a second
embodiment is described with reference to FIG. 12 to FIG.
15.FIG. 12(a) and F1G. 12(b) are respectively diagrams of the
external configuration of a machine tool 900%, which is con-
trolled by the numerical control device 1% according to the
second embodiment, viewed from directions perpendicular to
a ZX plane and an XY plane. FIG. 13 is a block diagram
illustrating a configuration related to the operation during a
startup mode of the numerical control device 1k according to
the second embodiment. FIG. 14 is a block diagram illustrat-
ing components related to the operation during a virtual
Y-axis inclined surface mode of the numerical control device
1kaccording to the second embodiment. FIG. 15 is a diagram
illustrating motions of axes during the virtual Y-axis inclined
surface mode of the numerical control device according to the
second embodiment. In the following description, differences
from the first embodiment are mainly described.

In the first embodiment, the X axis, the Z axis, and the H
axis are driven in association with one another to realize
movement in the virtual Y-axis direction. However, in the
second embodiment, the X axis, the Z axis, and the C axis are
driven in association with one another to realize movement in
the virtual Y-axis direction.
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The machine tool 900% includes, as illustrated in FIGS.
12(a) and 12(b), a turret 9064 and a work supporting section
907%. The machine tool 900% does not have the H axis and
further has the C axis. The C axis is a rotation axis for rotating
the work W around a rotation center line parallel to the Z axis.
For example, one tool 9061; is attached to the turret 9064

As illustrated in FIGS. 13 and 14, the machine tool 900%
does not include the H-axis servomotor 902 and further
includes the C-axis servomotor 904. The C-axis servomotor
904 rotates the C axis with respect to the work W. Accord-
ingly, a driving unit 90% does not include the H-axis-servo
control unit 92 and further includes the C-axis-servo control
unit 94.

In the numerical control device 1%, as illustrated in F1G. 13,
during the startup mode, because the numerical control
device 1% is in the startup mode, a virtual Y-axis-inclined-
surface-machining startup unit 424 of an analysis processing
unit 40% transforms a movement start position corresponding
to the X-Y-Z axis movement command in the machining
program 53 into a command in an X-Z-C-B coordinate sys-
tem, drives the X axis, the Z axis, the C axis, and the B axis in
association with one another according to the transformed
command, and performs a startup operation.

For example, a virtual-plane-polar-coordinate transform-
ing unit 4241 calculates a polar coordinate of the C axis in the
program coordinate system according to a movement start
position corresponding to the X-Y-Z axis movement com-
mand in the machining program 53. The polar coordinate of
the C axis includes a rotation center coordinate of the C axis
and a rotation angle of the C axis. The rotation center coor-
dinate of the C axis indicates a coordinate of the rotation
center of the C axis in the program coordinate system. The
rotation angle of the C axis is a rotation coordinate indicating
a rotation angle from a reference rotation position of the C
axis centering on the rotation center of the C axis. For
example, the virtual-plane-polar-coordinate transforming
unit 4241 transforms an X-Y-Z axis command position into a
polar coordinate of the C axis in the program coordinate
system.

A tool-length processing unit 4242 corrects the calculated
rotation center coordinate of the C axis taking into account the
tool length of the tool 9061 and supplies a parameter corre-
sponding to the corrected rotation center coordinate of the C
axis to inclined-surface-coordinate-rotation transforming
unit 4243.

The inclined-surface-coordinate-rotation transforming
unit 4243 refers to the shared area 55 of the storing unit 50i
and acquires a commanded inclined surface angle and a com-
manded inclined surface rotation center. The inclined-sur-
face-coordinate-rotation transforming unit 4243 calculates,
using the parameter corresponding to the corrected rotation
center coordinate of the C axis in the program coordinate
system, a movement start position of the X axis and a move-
ment start position of the Z axis for moving the X axis and the
Z axis when the B axis is rotated according to the commanded
inclined surface angle and the commanded inclined surface
rotation center. That is, the inclined-surface-coordinate-rota-
tion transforming unit 4243 calculates, according to the cor-
rected rotation center coordinate of the C axis in the program
coordinate system and the commanded inclined surface angle
and the commanded inclined surface rotation center, a mov-
ing position command for the X axis, a moving position
command for the Z axis, a rotating position command for the
C axis, and a rotating position command for the B axis, which
are commands for a movement start position of the machine
coordinate system serving as a real coordinate system; and
calculates movement start positions (Xr, Zr, Cr, Br) of the X
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axis, the Z axis, the C axis, and the B axis. The analysis
processing unit 40% supplies commands of the movement
start positions (Xr, Zr, Cr, Br) to the driving unit 90% via the
interpolation processing unit 70 and the acceleration/decel-
eration processing unit 37. Consequently, the driving unit 904
drives the X axis, the Z axis, the C axis, and the B axis in
association with one another according to the commands of
the movement start positions (Xr, Zr, Cr, Br).

In the numerical control device 1k, as illustrated in FIG. 14,
during the virtual Y-axis inclined surface mode, a virtual
Y-axis-inclined-surface-command-position creating unit 43%
of the analysis processing unit 40% calculates, for example,
positions of a start point and an end point of a present pro-
cessing target block in the machining program 53 and calcu-
lates an X-Y-Z axis movement command in the machining
program 53. The interpolation processing unit 70 interpolates
X-Y-Z axis positions in the program coordinate system at
every interpolation cycle, according to the X-Y-Z axis move-
ment command in the machining program 53.

For example, the virtual Y-axis-inclined-surface-com-
mand-position creating unit 43% calculates the start point and
the end point of the present processing target block in the
machining program 53 and calculates an X-Y-Z axis move-
ment command in the machining program 53. The interpola-
tion processing unit 70 interpolates, according to the X-Y-Z
axis movement command in the machining program 53, the
X-Y-Z axis positions in the program coordinate system at
every interpolation cycle.

For example, it is assumed that a start point P1' and an end
point P3' of the block is calculated by the virtual Y-axis-
inclined-surface-command-position creating unit 43%, that is,
the X-Y-Z axis movement command in the machining pro-
gram 53 is a movement command of P1' to P3' illustrated in
FIGS. 15(c) to 15(e). In this case, the interpolation processing
unit 70 performs interpolation processing at every interpola-
tion cycle and calculates command positions P1', P11, P12',
P2', P21', P22', and P3' of the X-Y-Z axes in the program
coordinate system. The command positions P1' to P3' are
positions along the Y axis, which is the virtual axis, as illus-
trated in FIGS. 15(a) and 15(5).

Note that FIG. 15(a) illustrates the operation of the
machine tool 9004 conforming to the command positions P1',
P2', and P3' when viewed from a direction perpendicular to
the ZX plane. FIG. 15(b) illustrates the operation of the
machine tool 9004 conforming to the command positions P1',
P2', and P3' when viewed from a direction perpendicular to
the XY plane. FIG. 15(¢) illustrates a route commanded in the
program coordinate system on the YZ plane and a moving
route of the machine tool in the machine coordinate system.
In FIG. 15(c¢), the ordinate indicates a coordinate of the Y axis
and the abscissa indicates a coordinate of the Z axis. FIG.
15(d) illustrates a route commanded in the program coordi-
nate system on the XY plane and a moving route of the
machine tool in the machine coordinate system. In FIG.
15(d), the ordinate indicates a coordinate of the X axis and the
abscissa indicates a coordinate of the Y axis. FIG. 15(e)
illustrates a route commanded in the program coordinate
system ona CY plane and a moving route of the machine tool
in the machine coordinate system. In F1G. 15(e), the ordinate
indicates a rotation coordinate (c¢) of the C axis and the
abscissa indicates a coordinate of the Y axis.

A virtual-plane-polar-coordinate transforming unit 614 of
an virtual Y-axis-inclined-surface-machining processing unit
60% calculates a polar coordinate of the C axis in the program
coordinate system according to the interpolated X-Y-Z axis
positions in the program coordinate system. The polar coor-
dinate of the C axis includes a rotation center coordinate of
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the C axis and a rotation angle of the C axis. The rotation
center coordinate of the C axis indicates a coordinate of the
rotation center of the C axis in the program coordinate sys-
tem. The rotation angle of the C axis is a rotation coordinate
indicating a rotation angle from the reference rotation posi-
tion of the C axis centering on the rotation center of the C axis.
For example, the virtual-plane-polar-coordinate transform-
ing unit 61% transforms the interpolated X-Y-Z axis positions
into a polar coordinate of the C axis in the program coordinate
system.

A tool-length processing unit 62k corrects the calculated
rotation center coordinate of the C axis taking into account the
tool length of the tool 9061:. For example, the tool-length
processing unit 624 includes a tool distal end to B-axis-rota-
tion-center-vector calculating unit 6241. The tool-length pro-
cessing unit 624 applies tool length correction to the rotation
center coordinate of the C axis using the tool distal end to
B-axis-rotation-center-vector calculating unit 6241 and sup-
plies a parameter corresponding to the corrected rotation
center coordinate of the C axis to inclined-surface-coordi-
nate-rotation transforming unit 634.

The inclined-surface-coordinate-rotation transforming
unit 63% refers to the shared area 55 of the storing unit 50/ and
acquires the commanded inclined surface angle and the com-
manded inclined surface rotation center. The inclined-sur-
face-coordinate-rotation transforming unit 63% calculates,
using the parameter corresponding to the corrected rotation
center coordinate of the C axis in the program coordinate
system, a movement position command for the X axis and a
movement position command for the Z axis for moving the X
axis and the Z axis when the B axis is rotated according to the
commanded inclined surface angle and the commanded
inclined surface rotation center. That is, the inclined-surface-
coordinate-rotation transforming unit 634 calculates, accord-
ing to the corrected rotation center coordinate of the C axis in
the program coordinate system and the commanded inclined
surface angle and the commanded inclined surface rotation
center, a moving position command for the X axis, a moving
position command for the Z axis, and a rotating position
command for the C axis, which are moving position com-
mands for the machine coordinate system serving as a real
coordinate system; and calculates moving positions (Xr, Zr,
Cr) of the X axis, the Z axis, and the C axis. For example, the
inclined-surface-coordinate-rotation transforming unit 634
includes a virtual-coordinate-command-position-coordinate-
rotation transforming unit 6341, a tool distal end to B-axis-
rotation-center-coordinate-rotation transforming unit 6342,
and a combining unit 63%3. The inclined-surface-coordinate-
rotation transforming unit 63% calculates the moving posi-
tions (Xr, Zr, Cr) of the X axis, the Z axis, and the C axis using
the virtual-coordinate-command-position-coordinate-rota-
tion transforming unit 6341, the tool distal end to B-axis-
rotation-center-coordinate-rotation transforming unit 6342,
and the combining unit 63%3. That is, the virtual Y-axis-
inclined-surface-machining processing unit 60% transforms
the command position on the program coordinate system
analyzed by the analysis processing unit 40%, interpolated by
the interpolation processing unit 70, and subjected to the
acceleration/deceleration processing by the acceleration/de-
celeration processing unit 37 into a command position on the
machine coordinate system. The command position on the
machine coordinate system is supplied to the driving unit 90%.
Consequently, the driving unit 90% drives the X axis, the Z
axis, and the C axis in association with one another according
to the command position on the machine coordinate system.

For example, it is assumed that the X-Y-Z axis movement
command in the machining program 53 is a movement com-
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mand of P1' to P3' illustrated in FIGS. 15(c) to 15(e). In this
case, the inclined-surface-coordinate-rotation transforming
unit 63% calculates command positions P17, P11#, P12/,
P2#, P21#, P22+, and P3# of the X-Z-C axes in the machine
coordinate system. The command positions P1#, P11+,
P12+, P2/, P21+, P22+, and P37 of the X-Z-C axes in the
machine coordinate system respectively correspond to the
command positions P1', P11', P12', P2', P21', P22', and P3' of
the X-Y-Z axes in the program coordinate system. The com-
mand positions P1#' to P37 are realized by the associated
driving of the X axis, the Z axis, and the C axis by the driving
unit 90% as illustrated in FIGS. 15(a) and 15(b).

As described above, in the second embodiment, in the
numerical control device 1%, the virtual Y-axis-inclined-sur-
face-machining processing unit 60% performs, during the vir-
tual Y-axis inclined surface machining mode, the virtual Y
inclined surface machining for moving the tool 9061/ along
the Y axis relatively to the inclined surface Wa in the state in
which the tool 9061; is inclined such that the center axis is
perpendicular to the inclined surface Wa inclined from the X
axis and the Z axis. For example, the virtual Y-axis-inclined-
surface-machining processing unit 604 transforms the X-Y-7
axes moving command in the processing program into a
command in the X-Z-C axes into a command in the X-Z-C
axes; and performs the virtual Y inclined surface interpolation
for driving the X axis, the Z axis, and the C axis in association
with one another according to the transformed command.
Consequently, it is possible to apply, with the machine tool
900% not having the Y axis, the machining along the Y axis to
the inclined surface Wa inclined from the X axis and the Z
axis.

In the second embodiment, in the numerical control device
1%, the virtual Y-axis-inclined-surface-command-position
creating unit 43% calculates a start point and an end point of
the X-Y-Z axis movement command in the machining pro-
gram 53. The interpolation processing unit 70 interpolates the
X-Y-Z axis positions in the program coordinate system on the
basis of the X-Y-Z axis movement command in the machining
program 53. The virtual-plane-polar-coordinate transforming
unit 61% calculates a polar coordinate including the rotation
center coordinate of the C axis and the rotation angle of the C
axis in the program coordinate system according to the inter-
polated X-Y-Z7 axis positions in the program coordinate sys-
tem. The inclined-surface-coordinate-rotation transforming
unit 63% interpolates the X-Y-C axis positions in the machine
coordinate system according to the calculated polar coordi-
nate in the program coordinate system. Consequently, it is
possible to transform the X-Y-Z axis movement command in
the machining program 53 into the X-Z-C axis movement
command in the machine coordinate system.

In the second embodiment, in the numerical control device
1%, the virtual Y-axis-inclined-surface-machining startup unit
42k performs the startup operation for: transforming a move-
ment start position corresponding to the X-Y-Z axis move-
ment command in the machining program 53 into a command
in the X-Z-C-B coordinate system; driving the X axis, the Z
axis, C axis, and the B axis in association with one another
according to the transformed command; changing the tool
9061; to an inclined state such that the center axis is perpen-
dicular to the inclined surface Wa; and moving the tool 9061/
to the machining start position of the work W. Consequently,
the numerical control device 14 can be changed into a state in
which it is possible to apply, with the machine tool 900% not
having the Y axis, the machining along the Y axis to the
inclined surface Wa inclined from the X axis and the Z axis.

Note that a machine tool 900p can have both of the H axis
and the C axis. In this case, the machine tool 900p includes, as
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illustrated in FIG. 16, both of the H-axis servomotor 902 and
the C-axis servomotor 904. Accordingly, a driving unit 90p
includes both of the H-axis-servo control unit 92 and the
C-axis-servo control unit 94. Note that the turret 9064 can be
the same as the turret 906; in the first embodiment.

In this case, a numerical control device 1p can simulta-
neously perform, in parallel, during the virtual Y-axis inclined
surface machining mode, a first operation for moving a tool to
the machining start position of the work W and at least one
operation of a second operation for replacing the tool with
another tool among a plurality of tools and a third operation
for performing positioning of the work.

Specifically, in the numerical control device 1p, as illus-
trated in FIG. 16, an virtual Y-axis-inclined-surface-machin-
ing processing unit 60p further includes a virtual-plane-polar-
coordinate transforming unit 61p, a tool-length processing
unit 62p, an inclined-surface-coordinate-rotation transform-
ing unit 63p, a command-axis determining unit 64p, and a
command combining unit 65p.

The virtual-plane-polar-coordinate transforming unit 61p
has, for example, both of the function of the virtual-plane-
polar-coordinate transforming unit 61; (see FIG. 3) and the
function of the virtual-plane-polar-coordinate transforming
unit 61% (see FIG. 14).

The tool-length processing unit 62p has, for example, both
of'the function of the tool-length processing unit 62i (see FIG.
3) and the function of the tool-length processing unit 624 (see
FIG. 14). The tool-length processing unit 62p includes a tool
distal end to B-axis-rotation-center-vector calculating unit
62p1. The tool distal end to B-axis-rotation-center-vector
calculating unit 62p1 has, for example, both of the function of
the tool distal end to B-axis-rotation-center-vector calculat-
ing unit 6271 (see FIG. 3) and the function of the tool distal
end to B-axis-rotation-center-vector calculating unit 6241
(see FIG. 14).

The inclined-surface-coordinate-rotation transforming
unit 63p has, for example, both of the function of the inclined-
surface-coordinate-rotation transforming unit 637 (see FIG.
3) and the function of the inclined-surface-coordinate-rota-
tion transforming unit 63% (see FIG. 14). The inclined-sur-
face-coordinate-rotation transforming unit 63p includes a vir-
tual-coordinate-command-position-coordinate-rotation
transforming unit 63p1; a tool distal end to B-axis-rotation-
center-coordinate-rotation transforming unit 63p2; and a
combining unit 63p3. The virtual-coordinate-command-po-
sition-coordinate-rotation transforming unit 63p1 has, for
example, both of the function of the virtual-coordinate-com-
mand-position-coordinate-rotation transforming unit 63i1
(see FIG. 3) and the function of the virtual-coordinate-com-
mand-position-coordinate-rotation transforming unit 6341
(see FIG. 14). The tool distal end to B-axis-rotation-center-
coordinate-rotation transforming unit 63p2 has, for example,
both the function of the tool distal end to B-axis-rotation-
center-coordinate-rotation transforming unit 63:2 (see FIG.
3) and the function of the tool distal end to B-axis-rotation-
center-coordinate-rotation transforming unit 6342 (see FIG.
14). The combining unit 63p3 has, for example, both of the
function of the combining unit 63i3 (see FIG. 3) and the
function of the combining unit 6343 (see FIG. 14).

During the virtual Y-axis inclined surface machining mode,
the command-axis determining unit 64p refers to, for each
one block (one row), the machining program 53 stored in the
storing unit 50; and determines whether a command of each
block (each row) (e.g., “G0 X-50.Y50. Z0. T0202 C180”) is
a movement amount command for the X-Y-Z axes or an
independent rotation amount command for the H axis or the C
axis. When the command by the machining program 53 is the
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movement amount command for the X-Y-Z axes (e.g., a
movement amount command by “G0 X-50. Y50. Z0.”), the
command-axis determining unit 64p supplies a movement
amount command (i.e., a position command at every interpo-
lation cycle) for the X-Y-Z axes input from the acceleration/
deceleration processing unit 37 to the virtual-plane-polar-
coordinate transforming unit 61p. When the command by the
machining program 53 is the independent rotation amount
command for the H axis or the C axis (e.g., “T0202” or
“C1807), the command-axis determining unit 64p supplies an
independent rotation amount command for the H axis or the C
axis input from the acceleration/deceleration processing unit
37 to the command combining unit 65p. In other words, the
command-axis determining unit 64p separates a command of
the machining program 53 created in the program coordinate
system into a first movement amount command (i.e., a posi-
tion command at every interpolation cycle) including the
movement amount command for the X-Y-Z axes and a second
movement amount command including any one of the H-axis
independent movement amount command and the C-axis
independent movement amount command or both; supplies
the first movement amount command to the virtual-plane-
polar-coordinate transforming unit 61p; and supplies the sec-
ond movement amount command to the command combining
unit 65p.

As indicated by the following Expression 8, the command
combining unit 65p combines an independent rotation
command AHr2' (=AH2') for the H axis with a rotation
amount command AHr1' for the H axis generated by the
inclined-surface-coordinate-rotation transforming unit
63p and generates a rotation amount command AHr for
the H axis.

AHr=AHr1'+AH?2' Expression 8

Similarly, as indicated by the following Expression 9, the
command combining unit 65p combines an independent rota-
tion command ACr2 (=AC2) for the C axis with a rotation
amount command ACrl for the C axis generated by the
inclined-surface-coordinate-rotation transforming unit 63p
and generates a rotation amount command ACr for the C axis.

ACr=ACr1+ACr2 Expression 9

The command combining unit 65p supplies the combined
rotation amount command AHr for the H axis and the rotation
amount command ACr for the C axis to the axis-data output
unit 39.

In this case, for example, during the virtual Y-axis inclined
surface machining mode, the numerical control device 1p can
replace the tool that should be used for machining with the
tool 9062; for perforating and reverse the work W 180° while
moving the tool 9062 to the machining start position accord-
ing to a description of “G0 X-50.Y50. Z0. T0202 C180” in
the machining program 53.

By simultaneously performing the machining start posi-
tion determination, the tool replacement, and the positioning
of the work in this way, it is possible to further reduce the
machining time.

Alternatively, during the virtual Y-axis inclined surface
machining mode, the information can be commanded to the B
axis. For example, the machining program can be changed as
described below.

G0 730. CO

T1010

M37 B45. X0. Z0.
G0 X50.Y50. Z0.
G1X50.Y-50. F100
G1X-25.Y-50. F75
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M37 B55.X0. Z0.
GO0 X-25.Y-50. Z0.
G1X-50.Y-50. F25
G1X-50.Y50. F100
G1X-25.Y50. F25
M37 B45.X0. Z0.
G1X50.Y50. F75
G0 Z30.
M38

In this case, for example, in the flowchart illustrated in FI1G.
4, the processing of the startup operation (step S3) and the
virtual Y inclined surface machining operation (step S4) are
set into one routine. This one routine is repeated a plurality of
times (in the case described above, three times) and then
processing for cancellation of the virtual Y-axis inclined sur-
face machining mode (step S5) is performed. In this case, as
described above, when the startup operation (step S3) is per-
formed every time, a different angle can be commanded as a
rotation angle of the B axis.

By repeatedly commanding the angle to the B axis in this
way, the turret can continuously machine inclined surfaces
having different inclination angles of a machining surface
centering on the tool distal end position.

INDUSTRIAL APPLICABILITY

As described above, the numerical control device accord-
ing to the present invention is useful for the machine tool not
having the'Y axis.

REFERENCE SIGNS LIST

1, 14, 1, 1k, 1p Numerical control devices

10 Display unit

20 Input operation unit

30 Control operation unit

31 Screen processing unit

32 Input control unit

33 Parameter setting unit

34, 34; Machine-control-signal processing unit

34a Virtual Y-axis-control-mode-signal processing unit

34ai Virtual Y-axis-inclined-surface-machining-mode-
signal processing unit

35, 35; Switch

36 PLC

37 Acceleration/deceleration processing unit

38 Virtual Y-axis-control-switching processing unit

38i Virtual Y-axis-inclined-surface-machining-switching
processing unit

39 Axis-data output unit

40, 40/, 40k Analysis processing unit

41/ Virtual Y-axis-inclined-surface-machining command-
ing unit

42i, 42k Virtual Y-axis-inclined-surface-machining startup
unit

42i1, 42k1 Virtual-plane-polar-coordinate transforming
unit

42i2, 42k2 Tool-length processing unit

42i3, 42k3 Inclined-surface-coordinate-rotation trans-
forming unit

43i, 43k Virtual Y-axis-inclined-surface-command-posi-
tion creating unit

50, 50/ Storing units

51 Parameter

52 Tool correction data

53 Machining program

54 Screen display data
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55 Shared area

56/ Machine configuration parameter

60 Virtual Y-axis-control processing unit

601, 60/, 60%, 60p Virtual Y-axis-inclined-surface-machin-
ing processing unit

61i, 61k, 61p Virtual-plane-polar-coordinate transforming
unit

621, 62k, 62p Tool-length processing unit

62i1, 6241, 62p1 Tool distal end to B-axis-rotation-center-
vector calculating unit

63i, 63k, 63p Inclined-surface-coordinate-rotation trans-
forming unit

631, 6341, 63p1 Virtual-coordinate-command-position-
coordinate-rotation transforming unit

63:2, 6342, 63p2 Tool distal end to B-axis-rotation-center-
coordinate-rotation transforming unit

63:3, 6343, 63p3 Combining unit

64/, 64p Command-axis determining units
65/, 65p Command combining units

70 Interpolation processing unit

90, 907, 90%, 90p Driving units

91 X-axis-servo control unit

92 H-axis-servo control unit

93 Z-axis-servo control unit

94 C-axis-servo control unit

95 Principal-axis control unit

900, 900;, 900% Machine tool

901 X-axis servomotor

902 H-axis servomotor

903 Z-axis servomotor

904 C-axis servomotor

905 Principal axis motor

906, 906:, 906k Turrets

907, 907i, 907k Work supporting section

The invention claimed is:

1. A numerical control device that controls a machine tool

having
an X axis for moving a turret to which a tool is attached,
a Z axis for moving work, and
a B axis for rotating the turret around a center line

perpendicular to the X axis and the Z axis,

having at least one of an H axis for rotating the turret
around a center line perpendicular to a center line of
rotation of the B axis and a C axis for rotating the work
around a center line parallel to the Z axis, and

nothaving aY axis orthogonal to the X axis and the Z axis,

the numerical control device comprising:

aunit that performs, during a virtual Y-axis inclined surface
machining mode for controlling the tool to move along
X-Y-7 axes relatively to the work according to an X-Y-7
axis movement command in a machining program, vir-
tual Y inclined surface machining for moving the tool
along the Y axis relatively to the inclined surface in a
state in which the tool is inclined such that a center axis
is perpendicular to an inclined surface inclined from the
X axis and the Z axis, wherein

a center axis of the tool
extends in parallel to a rotation center line of the H axis,

and

is apart from the rotation center line of the H axis.
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2. The numerical control device according to claim 1,
wherein
the machine tool has the H axis, and
the unit that performs the virtual Y inclined surface
machining includes

aunit that performs virtual Y inclined surface interpola-
tion for
transforming the X-Y-Z axis movement command in

the machining program into a command in an
X-Z-H coordinate system and
driving the X axis, the Z axis, and the H axis in

association with one another according to the trans-
formed command.

3. The numerical control device according to claim 1,

wherein
the machine tool has the C axis, and
the unit that performs the virtual Y inclined surface
machining includes

aunit that performs virtual Y inclined surface interpola-
tion for
transforming the X-Y-Z axis movement command in

the machining program into a command in an
X-Z-C coordinate system and
driving the X axis, the Z axis, and the C axis in
association with one another according to the trans-
formed command.
4. The numerical control device according to claim 2,
wherein
the unit that performs the virtual Y inclined surface inter-
polation includes:

an X-Y-Z-axis interpolating unit that interpolates X-Y-Z
axis positions in a program coordinate system on the
basis of the X-Y-Z axis movement command in the
machining program;

a polar-coordinate transforming unit that calculates,
according to the interpolated X-Y-Z axis positions in
the program coordinate system, a polar coordinate
including a rotation center coordinate of the H axis
and a rotation angle of the H axis in the program
coordinate system; and

an X-Z-H-axis interpolating unit that interpolates
X-7-H axis positions in a machine coordinate system
according to the calculated polar coordinate in the
program coordinate system.

5. The numerical control device according to claim 3,
wherein
the unit that performs the virtual Y inclined surface inter-
polation includes:

an X-Y-Z-axis interpolating unit that interpolates X-Y-Z
axis positions in a program coordinate system on the
basis of the X-Y-Z axis movement command in the
machining program;

a polar-coordinate transforming unit that calculates,
according to the interpolated X-Y-Z axis positions in
the program coordinate system, a polar coordinate
including a rotation center coordinate of the C axis
and a rotation angle of the C axis in the program
coordinate system; and

an X-Z-C-axis interpolating unit that interpolates X-Z-C
axis positions in a machine coordinate system accord-
ing to the calculated polar coordinate in the program
coordinate system.
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6. The numerical control device according to claim 1,
wherein
the machine tool has the H axis, and
the unit that performs the virtual Y inclined surface
machining includes
a unit that performs a startup operation for
transforming a movement start position correspond-
ing to the X-Y-Z axis movement command in the
machining program into a command in an X-Z-
H-B coordinate system,
driving the X axis, the Z axis, the H axis, and the B
axis in association with one another according to
the transformed command, and
changing the tool to an inclined state such that a center
axis is perpendicular to the inclined surface and
moving the tool to a machining start position of the
work.
7. The numerical control device according to claim 1,
wherein
the machine tool has the C axis, and
the unit that performs the virtual Y inclined surface
machining includes
a unit that performs a startup operation for
transforming a movement start position correspond-
ing to the X-Y-Z axis movement command in the
machining program into acommand in an X-Z-C-B
coordinate system,
driving the X axis, the Z axis, the C axis, and the B
axis in association with one another according to
the transformed command, and
changing the tool to an inclined state such that a center
axis is perpendicular to the inclined surface and
moving the tool to a machining start position of the
work.
8. The numerical control device according to claim 1,
wherein
the unit that performs the virtual Y inclined surface
machining simultaneously performs, in parallel, during
the virtual Y-axis inclined surface machining mode,
a first operation for moving the tool to a machining start
position of the work and
at least one of a second operation for replacing the tool
and a third operation for performing positioning of the
work.
9. The numerical control device according to claim 6,
wherein
the unit that performs the startup operation repeatedly
gives commands to the B axis during the virtual Y-axis
inclined surface machining mode, and
the unit that performs the virtual Y inclined surface
machining continuously machines inclined surfaces
having different inclination angles.
10. The numerical control device according to claim 7,
wherein
the unit that performs the startup operation repeatedly
gives commands to the B axis during the virtual Y-axis
inclined surface machining mode, and
the unit that performs the virtual Y inclined surface
machining continuously machines inclined surfaces
having different inclination angles.

#* #* #* #* #*



